®Vinnolit M 70

PVC for paste application

Brief Description

®Vinnolit M 70 is a fine-grained PVC
homopolymer with a medium emulsifier
content that can be easily blended into a
homogeneous, low-viscosity plastisol with

excellent storage stability.

Pastes with a low plasticizer content (40—60
phr) exhibit very low viscosities across the
entire shear range, as well as a Newtonian
flow behavior even at high filler loads.

In particular, the combination of very low
paste viscosity, very good thermal stability,
good compatibility with adhesion promoters,
and high filler tolerance enables a broad,
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stable processing window for a wide range

of applications, from textile and metal

coatings to cap closures and topcoats in
synthetic leather and flooring applications.

TEST METHOD

RAW MATERIAL PROPERTIES -I\-Kllﬁé’l‘_ UNIT

DIN EN ISO ISO
K-value 71 - 1628-2 1628-2
Particle size distribution: sieve
retention
e retained on 0.063 mm screen <0.5 % 53195 -
Volatile matter <0.35 % 1269 1269
Emulsifier content medium - - -

* The values given above are typical test results which should be used as a guide only. They do not form the whole or part of

a specification or guarantee.

®Vinnolit = registered trademark of Westlake Vinnolit GmbH & Co. KG, Germany




Processing and Application

Plastisols containing ®Vinnolit M 70 can be
processed using all standard methods.

®Vinnolit M 70 can be used in both low- and
high-filler formulations, and the very low
paste viscosity ensures excellent flow
properties and stable processing.

®Vinnolit M 70 is characterized by the
following outstanding properties:

e Very low paste viscosity with high
storage stability

e Very good thermal stability
¢ High filler tolerance

e Good compatibility with common
adhesion promoters

e Very good adhesion to textile
substrates

e (Good transparency
e Low emissions

e Low water absorption

Die in dieser Produktinformation enthaltenen Angaben und Kenndaten

The main applications are:

e Metal coatings and cap closures

e Textile coatings

e General high-filler, low-viscosity plastisol
applications

e Topcoats for synthetic leather and
flooring applications

e Glass fiber impregnations for flooring
primers

e Dip coatings

¢ Rotational molding

Packaging, Delivery and
Storage

The product is supplied in 25 kg bags as well
as in bulk form. ®Vinnolit M 70 should be
stored dry and away from direct or indirect
sources of heat.

Please consult the safety data sheet for
information about the safety precautions
necessary for transport, storage, blending and
processing.

General Information

Further processing information and
recommendations can be obtained from our
Technical Service department.
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entsprechen nach bestem Wissen dem aktuellen Stand unserer Kenntnis.

Sie dienen ausschlieBlich der allgemeinen Information (iber unsere Produkte Westlake Vinnolit GmbH & Co. KG

und deren Anwendungsm®églichkeiten und begriinden weder eine
Beschaffenheitsvereinbarung noch eine Garantie bestimmter Eigenschaften
oder Eignung fiir einen konkreten Einsatzzweck. Aufgrund der zahlreichen,
von uns nicht beeinflussbaren Faktoren bei Lagerung, Verarbeitung und
Kombination mit Rohstoffen Dritter ist der Kunde verpflichtet, die Eignung
des Produktes fiir den vorgesehenen Einsatz durch eigene Priifungen und
Versuche festzustellen. Der Kunde ist auBerdem dazu verpflichtet, mégliche
gewerbliche Schutzrechte Diritter vor Verwendung zu priifen und zu
beachten. Es gelten ergdnzend unsere Allgemeinen Verkaufsbedingungen.

Carl-Zeiss-Ring 25
85737 Ismaning
Deutschland

Tel.: +49 (0)89 9 61 03-0
Fax: +49 (0)89 9 61 03-103
www.westlakevinnolit.com



