
SAFETY DATA SHEET

SECTION 1: Identification of the substance/mixture and of the company/undertaking
1.1. Product identifier
Trade name or designation
of the mixture

NATRONLAUGE 50%

-Registration number
None.Synonyms
10-December-2025Issue date
04Version number
16-April-2026Revision date
06-February-2026Supersedes date

1.2. Relevant identified uses of the substance or mixture and uses advised against
Industrial Application.Identified uses
None known.Uses advised against

1.3. Details of the supplier of the safety data sheet

Westlake Vinnolit GmbH & Co. KG

85737  Ismaning

Supplier
Company name

Telephone +49 89-96-103-0
e-mail
Contact person

sdb@westlake.com
Not available.

1.4. Emergency telephone
number

NCEC +44 1235 239670

Address

Division
DE

Carl-Zeiss-Ring 25

112 or 999 SDS/Product information may not be available for the Emergency
Service.

General emergency

111 SDS/Product information may not be available for the Emergency Service.Non-emergency medical
helpline

SECTION 2: Hazards identification
2.1. Classification of the substance or mixture

The mixture has been assessed and/or tested for its physical, health and environmental hazards and the following
classification applies.

Classification according to Regulation (EC) No 1272/2008 as amended

H290 - May be corrosive to metals.Category 1Corrosive to metals
Physical hazards

H314 - Causes severe skin burns
and eye damage.

Category 1ASkin corrosion/irritation
Health hazards

Category 1Serious eye damage/eye irritation

2.2. Label elements

Label according to Regulation (EC) No. 1272/2008 as amended
Contains: sodium hydroxide; caustic soda

Hazard pictograms

Signal word Danger
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Hazard statements
H290 May be corrosive to metals.
H314 Causes severe skin burns and eye damage.

Precautionary statements
Prevention

P234 Keep only in original packaging.
P260 Do not breathe dust or mists.
P264 Wash thoroughly after handling.
P280 Wear protective gloves/protective clothing/eye protection/face protection.

Response
P301 + P330 + P331 IF SWALLOWED: rinse mouth. Do NOT induce vomiting.
P303 + P361 + P353 IF ON SKIN (or hair): Take off immediately all contaminated clothing. Rinse skin with

water/shower.
P304 + P340 IF INHALED: Remove person to fresh air and keep comfortable for breathing.
P305 + P351 + P338 If in eyes: Rinse cautiously with water for several minutes. Remove contact lenses, if present

and easy to do. Continue rinsing.
P310 Immediately call a POISON CENTRE/doctor.
P363 Wash contaminated clothing before reuse.

Storage
P405 Store locked up.
P406 Store in a corrosion resistant container with a resistant inner liner.

Disposal
P501 Dispose of contents/container in accordance with local/regional/national/international

regulations.
This mixture does not contain substances assessed to be vPvB / PBT according to Regulation
(EC) No 1907/2006, Annex XIII. The mixture does not contain any substances included in the list
established in accordance with REACH Article 59(1) for having endocrine disrupting properties at
a concentration equal to or greater than 0.1% by weight.

2.3. Other hazards

SECTION 3: Composition/information on ingredients
3.2. Mixtures

General information
NotesIndex No.REACH Registration No.CAS-No.  / EC No.%Chemical name

Classification:

011-002-00-6sodium hydroxide; caustic soda #01-2119457892-27-00001310-73-2
215-185-5

50 - < 60

Met. Corr. 1;H290, Skin Corr. 1A;H314, Eye Dam. 1;H318
Specific Concentration Limits:Skin Corr. 1A;H314: C ≥ 5 %, Skin Corr. 1B;H314: 2 % ≤ C < 5 %, Skin

Irrit. 2;H315: 0.5 % ≤ C < 2 %, Eye Dam. 1;H314: C ≥ 2 %, Eye Irrit.
2;H319: 0.5 % ≤ C < 2 %

List of abbreviations and symbols that may be used above
ATE: Acute toxicity estimate.
M: M-factor
vPvB: very persistent and very bioaccumulative substance.
PBT: persistent, bioaccumulative and toxic substance.
#: This substance has been assigned Union workplace exposure limit(s).
All concentrations are in percent by weight unless ingredient is a gas. Gas concentrations are in percent by volume.

The full text for all H-statements is displayed in section 16.Composition comments

SECTION 4: First aid measures
Ensure that medical personnel are aware of the material(s) involved, and take precautions to
protect themselves.

General information

4.1. Description of first aid measures
Move to fresh air. Oxygen or artificial respiration if needed. Call a physician if symptoms develop
or persist.

Inhalation

Take off immediately all contaminated clothing. Rinse skin with water/shower. Call a physician or
poison control centre immediately. Chemical burns must be treated by a physician. Wash
contaminated clothing before reuse.

Skin contact

Immediately flush eyes with plenty of water for at least 15 minutes. Remove contact lenses, if
present and easy to do. Continue rinsing. Call a physician or poison control centre immediately.

Eye contact
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Call a physician or poison control centre immediately. Rinse mouth. Do not induce vomiting. If
vomiting occurs, keep head low so that stomach content doesn't get into the lungs.

Ingestion

Burning pain and severe corrosive skin damage. Causes serious eye damage. Symptoms may
include stinging, tearing, redness, swelling, and blurred vision. Permanent eye damage
including blindness could result.

4.2. Most important symptoms
and effects, both acute and
delayed

Provide general supportive measures and treat symptomatically. Chemical burns: Flush with
water immediately. While flushing, remove clothes which do not adhere to affected area. Call an
ambulance. Continue flushing during transport to hospital. Keep victim under observation.
Symptoms may be delayed.

4.3. Indication of any immediate
medical attention and special
treatment needed

SECTION 5: Firefighting measures
Not available.General fire hazards

5.1. Extinguishing media
Water fog. Foam. Dry chemical powder. Carbon dioxide (CO2).Suitable extinguishing

media
Do not use water jet as an extinguisher, as this will spread the fire.Unsuitable extinguishing

media
During fire, gases hazardous to health may be formed.5.2. Special hazards arising

from the substance or mixture

5.3. Advice for firefighters
As in any fire, wear self-contained breathing apparatus pressure-demand, MSHA/NIOSH
(approved or equivalent) and full protective gear.

Special protective
equipment for firefighters

Cool containers / tanks with water spray. Do not get water inside container. Water runoff can
cause environmental damage.

Special fire fighting
procedures

Use standard firefighting procedures and consider the hazards of other involved materials.Specific methods

SECTION 6: Accidental release measures
6.1. Personal precautions, protective equipment and emergency procedures

Do not touch damaged containers or spilled material unless wearing appropriate protective
clothing.

For non-emergency
personnel

Keep unnecessary personnel away. Ensure adequate ventilation. Local authorities should be
advised if significant spillages cannot be contained. Use personal protection recommended in
Section 8 of the SDS.

For emergency responders

Avoid discharge into drains, water courses or onto the ground.6.2. Environmental precautions
This product is miscible in water. Prevent entry into waterways, sewer, basements or confined
areas.

Large Spills: Stop the flow of material, if this is without risk. Dike the spilled material, where this
is possible. Absorb spillage to prevent material damage. Use a non-combustible material like
vermiculite, sand or earth to soak up the product and place into a container for later disposal.
Following product recovery, flush area with water.

Small Spills: Clean surface thoroughly to remove residual contamination.

Never return spills to original containers for re-use. For waste disposal, see section 13 of the
SDS.

6.3. Methods and material for
containment and cleaning up

For personal protection, see section 8 of the SDS. For waste disposal, see section 13 of the
SDS.

6.4. Reference to other
sections

SECTION 7: Handling and storage
Do not get in eyes, on skin, or on clothing. Avoid prolonged exposure. Provide adequate
ventilation. Wear appropriate personal protective equipment. Observe good industrial hygiene
practices. When making solutions or diluting, only add caustic soda slowly to surface of cold
water while stirring. Attacks many metals producing extremely flammable hydrogen gas which
can form explosive mixtures with air.  Liquid caustic soda is shipped hot 100-180°F.

7.1. Precautions for safe
handling

Store locked up. Store in a cool, dry place out of direct sunlight. Store in corrosive resistant
container with a resistant inner liner. Store in tightly closed container. Keep only in the original
container. Store away from incompatible materials (see Section 10 of the SDS). Liquid caustic
soda becomes more viscous and harder to handle as it approaches its freezing point, at which it
becomes solid. User should ensure that equipment and procedures are in place to ensure safe
handling of the caustic at temperatures involved, which may include the need to heat to maintain
temperature of the material. 
Storage class (TRGS 510): 8B (Non-combustible corrosive substances)

7.2. Conditions for safe storage,
including any incompatibilities
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Observe industrial sector guidance on best practices.7.3. Specific end use(s)

SECTION 8: Exposure controls/personal protection
8.1. Control parameters

Occupational exposure limits
UK. OELs. Workplace Exposure Limits (WELs) (EH40/2005 (Fourth Edition 2020)), Table 1
Components ValueType

2 mg/m3STELsodium hydroxide; caustic soda (CAS 1310-73-2)

No biological exposure limits noted for the ingredient(s).Biological limit values
Follow standard monitoring procedures.Recommended monitoring

procedures
Not available.Derived no effect levels (DNELs)

Predicted no effect
concentrations (PNECs)

Not available.

8.2. Exposure controls
Good general ventilation should be used. Ventilation rates should be matched to conditions. If
applicable, use process enclosures, local exhaust ventilation, or other engineering controls to
maintain airborne levels below recommended exposure limits. If exposure limits have not been
established, maintain airborne levels to an acceptable level. Eye wash facilities and emergency
shower must be available when handling this product.

Appropriate engineering
controls

Individual protection measures, such as personal protective equipment
Use personal protective equipment as required. Personal protection equipment should be
chosen according to the CEN standards and in discussion with the supplier of the personal
protective equipment.

General information

Wear safety glasses with side shields (or goggles) and a face shield. Provide an emergency eye
wash fountain and quick drench shower in the immediate work area.

Eye/face protection

Skin protection
Use protective gloves made of: Neoprene. Nitrile. Polyvinyl chloride (PVC). Rubber (natural, latex).- Hand protection

Where contact is likely, wear chemical-resistant gloves, a chemical suit, rubber boots, and
chemical safety goggles plus a face shield.

- Other

In case of insufficient ventilation, wear suitable respiratory equipment. For limited exposure use
an N95 dust mask. For prolonged exposure use an air-purifying respirator with high efficiency
particulate air (HEPA) filters. Follow the OSHA respirator regulations found in 29 CFR 1910.134
or European Standard EN 149. Use a NIOSH/MSHA or European Standard EN 149 approved
respirator if exposure limits are exceeded or symptoms are experienced.

Respiratory protection

Wear appropriate thermal protective clothing, when necessary.Thermal hazards

Always observe good personal hygiene measures, such as washing after handling the material
and before eating, drinking, and/or smoking.  Routinely wash work clothing and protective
equipment to remove contaminants.

Hygiene measures

Emissions from ventilation or work process equipment should be checked to ensure they comply
with the requirements of environmental protection legislation. Fume scrubbers, filters or
engineering modifications to the process equipment may be necessary to reduce emissions to
acceptable levels.

Environmental exposure
controls

SECTION 9: Physical and chemical properties
9.1. Information on basic physical and chemical properties

       Appearance
Liquid.Physical state
Liquid.Form
Colourless.Colour
Odourless.Odour

Odour threshold Not available.

pH >14

Melting point/freezing point 12.8 °C (55.04 °F)

Initial boiling point and boiling
range

143 °C (289.4 °F)
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Flash point Not available.

Evaporation rate Not available.
Not applicable.Flammability (solid, gas)

Upper/lower flammability or explosive limits
Explosive limit - lower ( %) Not available.

Explosive limit – upper
(%)                                         

Not available.

Vapour pressure 18.7 hPa at 60 °C
13.33 hPa at 50 °C
1.19 hPa at 20 °C

Vapour density Not available.

Relative density Not available.

Solubility(ies)
Solubility (water) completely miscible

Partition coefficient
(n-octanol/water)

Not available.

Auto-ignition temperature Not available.

Decomposition temperature Not available.

Viscosity Not available.
Not explosive.Explosive properties
Not oxidising.Oxidising properties

9.2. Other information
Density 1.53 g/cm3

Dynamic viscosity 79 mPa.s at 20 °C

Percent volatile 46.5 %

Specific gravity 1.59

SECTION 10: Stability and reactivity
Reacts violently with strong acids. This product may react with oxidizing agents. May be corrosive
to metals.

10.1. Reactivity

Material is stable under normal conditions.10.2. Chemical stability
No dangerous reaction known under conditions of normal use.10.3. Possibility of hazardous

reactions
Contact with incompatible materials. Do not mix with other chemicals.10.4. Conditions to avoid
Strong acids. Strong oxidising agents. Oxidizing agents. Metals. Keep away from the following
materials to prevent strong exothermic reactions: oxidizing agents, strong alkalis, strong acids.
Reactive or incompatible with the following materials: metals (attacks many metals producing
extremely flammable hydrogen gas which can form explosive mixtures with air. Metals:
Magnesium. Aluminum. Zinc. Tin. Chromium Compounds. copper, bronze, brass) acids, organic
materials (May cause fire of explosion.), food sugars (Caustic soda may react with various
sugars to generate carbon monoxide.), water (Aqueous reaction with caustic soda can generate
heat (strongly exothermic)).

10.5. Incompatible materials

Irritating and/or toxic fumes and gases may be emitted upon the products decomposition.10.6. Hazardous decomposition
products

SECTION 11: Toxicological information
General information Occupational exposure to the substance or mixture may cause adverse effects.

Information on likely routes of exposure
Inhalation May cause irritation to the respiratory system. Prolonged inhalation may be harmful.

Skin contact Causes severe skin burns.

Eye contact Causes serious eye damage.

Ingestion Causes digestive tract burns.

Symptoms Burning pain and severe corrosive skin damage. Causes serious eye damage. Symptoms may
include stinging, tearing, redness, swelling, and blurred vision. Permanent eye damage
including blindness could result.
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11.1. Information on toxicological effects
No data available.Acute toxicity
Causes severe skin burns and eye damage.Skin corrosion/irritation
Causes serious eye damage.Serious eye damage/eye

irritation
Respiratory sensitisation Due to partial or complete lack of data the classification is not possible.

Due to partial or complete lack of data the classification is not possible.Skin sensitisation
Due to partial or complete lack of data the classification is not possible.Germ cell mutagenicity

Carcinogenicity Due to partial or complete lack of data the classification is not possible.

Due to partial or complete lack of data the classification is not possible.Reproductive toxicity
Specific target organ toxicity -
single exposure

Not classified.

Specific target organ toxicity -
repeated exposure

Due to partial or complete lack of data the classification is not possible.

Aspiration hazard Due to partial or complete lack of data the classification is not possible.

No information available.Mixture versus substance
information

SECTION 12: Ecological information
12.1. Toxicity The product is not classified as environmentally hazardous. However, this does not exclude the

possibility that large or frequent spills can have a harmful or damaging effect on the
environment.

Components Test ResultsSpecies
sodium hydroxide; caustic soda (CAS 1310-73-2)

Aquatic
Acute

EC50Crustacea 34.59 -  47.13 mg/l, 48 hoursWater flea (Ceriodaphnia dubia)

LC50Fish 125 mg/l, 96 hoursWestern mosquitofish (Gambusia
affinis)

No data is available on the degradability of any ingredients in the mixture.        12.2. Persistence and
degradability

No data available.12.3. Bioaccumulative potential
Partition coefficient
n-octanol/water (log Kow)

Not available.

Bioconcentration factor (BCF) Not available.

This product is miscible in water and may not disperse in soil.12.4. Mobility in soil
This mixture does not contain substances assessed to be vPvB / PBT according to Regulation
(EC) No 1907/2006, Annex XIII.

12.5. Results of PBT and vPvB
assessment
12.6. Other adverse effects No other adverse environmental effects (e.g. ozone depletion, photochemical ozone creation

potential, endocrine disruption, global warming potential) are expected from this component.

SECTION 13: Disposal considerations
13.1. Waste treatment methods

Dispose of in accordance with local regulations. Empty containers or liners may retain some
product residues. This material and its container must be disposed of in a safe manner (see:
Disposal instructions).

Residual waste

Since emptied containers may retain product residue, follow label warnings even after container
is emptied. Empty containers should be taken to an approved waste handling site for recycling or
disposal.

Contaminated packaging

EU waste code Not available.
Collect and reclaim or dispose in sealed containers at licensed waste disposal site. Discourage
sewage disposal. Waste should not be disposed of by release to sewers. Dispose of
contents/container in accordance with local/regional/national/international regulations.

Disposal methods/information

Dispose in accordance with all applicable regulations.Special precautions
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SECTION 14: Transport information
ADR

UN182414.1. UN number
SODIUM HYDROXIDE SOLUTION14.2. UN proper shipping

name

8Class
14.3. Transport hazard class(es)

-Subsidiary hazard
8Label(s)
80Hazard No. (ADR)
ETunnel restriction code
II14.4. Packing group
No.14.5. Environmental hazards
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions for

user
RID

UN182414.1. UN number
SODIUM HYDROXIDE SOLUTION14.2. UN proper shipping

name

8Class
14.3. Transport hazard class(es)

-Subsidiary hazard
8Label(s)
II14.4. Packing group
No.14.5. Environmental hazards
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions for

user
ADN

UN182414.1. UN number
SODIUM HYDROXIDE SOLUTION14.2. UN proper shipping

name

8Class
14.3. Transport hazard class(es)

-Subsidiary hazard
8Label(s)
II14.4. Packing group
No.14.5. Environmental hazards
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions for

user
IATA

UN182414.1. UN number
Sodium hydroxide solution14.2. UN proper shipping

name

8Class
14.3. Transport hazard class(es)

-Subsidiary hazard
II14.4. Packing group
No.14.5. Environmental hazards
8LERG Code
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions for

user

Allowed with restrictions.Passenger and cargo
aircraft

Other information

Allowed with restrictions.Cargo aircraft only
IMDG

UN182414.1. UN number
SODIUM HYDROXIDE SOLUTION14.2. UN proper shipping

name

8Class
14.3. Transport hazard class(es)

-Subsidiary hazard
II14.4. Packing group
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No.Marine pollutant
14.5. Environmental hazards

F-A, S-BEmS
Read safety instructions, SDS and emergency procedures before handling.14.6. Special precautions for

user
Not established.14.7. Transport in bulk according

to Annex II of MARPOL 73/78 and
the IBC Code
ADN; ADR; IATA; IMDG; RID

SECTION 15: Regulatory information
15.1. Safety, health and environmental regulations/legislation specific for the substance or mixture
Retained direct EU regulations

Regulation (EC) No. 1005/2009 on substances that deplete the ozone layer, Annex I and II, as amended
Not listed.

Regulation (EU) 2019/1021 On persistent organic pollutants (recast), as amended
Not listed.

Regulation (EU) No. 649/2012 concerning the export and import of dangerous chemicals, Annex I, Part 1 as amended
Not listed.

Regulation (EU) No. 649/2012 concerning the export and import of dangerous chemicals, Annex I, Part 2 as amended
Not listed.

Regulation (EU) No. 649/2012 concerning the export and import of dangerous chemicals, Annex I, Part 3 as amended
Not listed.

Regulation (EU) No. 649/2012 concerning the export and import of dangerous chemicals, Annex V as amended
Not listed.

Regulation (EC) No. 166/2006 Annex II Pollutant Release and Transfer Registry, as amended
Not listed.

Regulation (EC) No. 1907/2006, REACH Article 59(10) Candidate List as currently published by ECHA
Not listed.

Authorisations
Regulation (EC) No. 1907/2006, REACH Annex XIV Substances subject to authorization, as amended

Not listed.

Restrictions on use
Regulation (EC) No. 1907/2006, REACH Annex XVII Substances subject to restriction on marketing and use, as amended -
Conditions of restriction given for the associated entry number should be considered

sodium hydroxide;​ caustic soda (CAS 1310-73-2)

Other regulations
This product is classified and labelled in accordance with the retained CLP Regulation (EC) No 1272/2008, as amended for
Great Britain. This Safety Data Sheet is compiled in accordance with REACH Regulation (EC) No 1907/2006, as amended by
UK REACH Regulations SI 2019/758.
Use of this product by young persons under the age of 18 is not allowed in accordance with the Management of Health and
Safety at Work Regulations 1999 [SI 1999/3242], as amended. Follow the requirements of the Control of Substances
Hazardous to Health Regulations 2002 [SI 2002/2677], as amended, when using this material. Follow specific measures on
the prevention and control of exposure to carcinogens and mutagens in accordance with the Control of Substances Hazardous
to Health Regulations 2002 [SI 2002/2677], as amended.

No Chemical Safety Assessment has been carried out.15.2. Chemical safety
assessment
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International Inventories
Country(s) or region Inventory name On inventory (yes/no)*

YesAustralia Australian Inventory of Industrial Chemicals (AICIS)
YesCanada Domestic Substances List (DSL)
NoCanada Non-Domestic Substances List (NDSL)

YesChina Inventory of Existing Chemical Substances in China (IECSC)
NoJapan Inventory of Existing and New Chemical Substances (ENCS)

YesKorea Existing Chemicals List (ECL)
YesNew Zealand New Zealand Inventory
YesPhilippines Philippine Inventory of Chemicals and Chemical Substances

(PICCS)
YesTaiwan Taiwan Chemical Substance Inventory (TCSI)
YesUnited States & Puerto Rico Toxic Substances Control Act (TSCA) Inventory

*A "Yes" indicates that all components of this product comply with the inventory requirements administered by the governing country(s)
A "No" indicates that one or more components of the product are not listed or exempt from listing on the inventory administered by the
governing country(s).

SECTION 16: Other information
List of abbreviations

ADN: European Agreement Concerning the International Carriage of Dangerous Goods by
Inland Waterways.
ADR: Agreement concerning the International Carriage of Dangerous Goods by Road.
CAS: Chemical Abstract Service.
CEN: European Committee for Standardization.
IATA: International Air Transport Association.
IBC Code: International Code for the Construction and Equipment of Ships Carrying Dangerous
Chemicals in Bulk.
IMDG: International Maritime Dangerous Goods.
MARPOL: International Convention for the Prevention of Pollution from Ships.
PBT: Persistent, bioaccumulative and toxic.
RID: Regulations concerning the International Carriage of Dangerous Goods by Rail.
STEL: Short term exposure limit.
TWA: Time Weighted Average.
vPvB: Very persistent and very bioaccumulative.
Not available.References
The classification for health and environmental hazards is derived by a combination of
calculation methods and test data, if available.

Information on evaluation
method leading to the
classification of mixture

H290 May be corrosive to metals.

Full text of any statements,
which are not written out in full
under sections 2 to 15

H314 Causes severe skin burns and eye damage.
H318 Causes serious eye damage.
SECTION 9: Physical and chemical properties: Colour
REACH: Associated Exposure Scenarios

Revision information

Follow training instructions when handling this material.Training information
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The technical information given herein is accurate to the best of our knowledge at the time of
preparation, or prepared from sources believed to be reliable.  Westlake cannot anticipate all
conditions under which this information and our product, or the products of other manufacturers
in combination with our product, may be used. It is the user’s responsibility to ensure safe
conditions for handling, storage and disposal of the product; comply with all laws and
procedures; assume liability for loss, injury, damage or expense due to improper use; and
determine the suitability of the product for your intended use. The information in this sheet is valid
for cited regulations published as of the date this document was prepared. Updates may be
prepared as the regulations are amended or pending revised information about the product. It is
the customer’s responsibility to seek updated regulatory information on any specific Westlake
product.

All products supplied by Westlake are subject to Westlake’s terms and conditions of sale.
WESTLAKE MAKES NO WARRANTY, EXPRESSED OR IMPLIED, CONCERNING THE PRODUCT
OR THE MERCHANTABILITY OR FITNESS THEREOF FOR ANY PURPOSE OR CONCERNING
THE ACCURACY OF ANY INFORMATION PROVIDED BY Westlake, except that the product shall
conform to Westlake’s specifications.

Disclaimer
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Annex to the extended Safety Data Sheet (eSDS)
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1. ES:  Manufacture Manufacture of substance Liquid 12
2. ES:  Manufacture Distribution of substance Liquid 15
3. ES:  Formulation or re-packing Other (PC0) Formulation & (re)packing of substances and mixtures Distribution
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17

4. ES:  Use at industrial sites Other (PC0) Other (SU0) Intermediate 22
5. ES:  Use at industrial sites Processing aids such as pH-regulators, flocculants, precipitants, neutralization
agents (PC20) Other (SU0) Processing aids such as pH-regulators, flocculants, precipitants, neutralization agents

28

6. ES:  Use at industrial sites Various products Other (SU0) Washing and cleaning products 32
7. ES:  Use at industrial sites Laboratory chemicals (PC21) Other (SU0) Use as laboratory reagent 37
8. ES:  Use at industrial sites Electrolytes for batteries (PC42) Manufacture of computer, electronic and optical
products, electrical equipment (SU16) Manufacture Electrical batteries and accumulators

39
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1. ES 1: Manufacture Manufacture of substance Liquid

ES Name: Manufacture of substance Liquid
Environment

Manufacture of substance ERC1

1.1. Title section

1:

Worker
Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems
Continuous process Indoor use

PROC12:

Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures
Continuous process Indoor use Automated process with (semi) closed systems

PROC23:

Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General
exposures Indoor use

PROC34:

Chemical production where opportunity for exposure arises General exposures Batch
process Open systems Indoor use

PROC45:

Use as laboratory reagent General exposures Small scale Manual Indoor use PROC156:

Daily amount per site

1.2.1. Control of environmental exposure: Manufacture of substance (ERC1)
Amount used (or contained in articles), frequency and duration of use/exposure

1.2. Conditions of use affecting exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure

Liquid

1.2.2. Control of worker exposure: Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems Continuous process Indoor use
(PROC1)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

1.2.3. Control of worker exposure: Chemical production or refinery in closed continuous process with occasional
controlled exposure or processes with equivalent containment conditions General exposures Continuous process Indoor
use Automated process with (semi) closed systems (PROC2)

Product (article) characteristics

Covers concentrations up to 50 %
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Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

1.2.4. Control of worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General exposures Indoor use
(PROC3)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

1.2.5. Control of worker exposure: Chemical production where opportunity for exposure arises General exposures Batch
process Open systems Indoor use (PROC4)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
(Text was not imported)

Liquid

1.2.6. Control of worker exposure: Use as laboratory reagent General exposures Small scale Manual Indoor use (PROC15)
Product (article) characteristics

Covers concentrations up to 50 %
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Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Covers objects with partially treated surface (i.e. less than 90%).
(Text was not imported)

1.3.1. Environmental release and exposure: Manufacture of substance (ERC1)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

1.3. Exposure estimation and reference to its source

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

1.3.2. Worker exposure: Chemical production or refinery in closed process without likelihood of exposure or processes
with equivalent containment conditions General exposures Closed systems Continuous process Indoor use (PROC1)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 1E-2 mg/m³ ECETOC TRA worker

v3
= 0,01

1.3.3. Worker exposure: Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures Continuous process Indoor use
Automated process with (semi) closed systems (PROC2)

Route of exposure and type of effects
dermal, local, long-term

Exposure estimate Method RCR
= 2E-2 mg/cm² ECETOC TRA worker

v3
dermal, local, short-term = 2E-2 mg/cm² ECETOC TRA worker

v3
inhalative, local, long-term = 7E-1 mg/m³ ECETOC TRA worker

v3
= 0,7

1.3.4. Worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with occasional
controlled exposure or processes with equivalent containment condition General exposures Indoor use (PROC3)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 7E-1 mg/m³ ECETOC TRA worker

v3
= 0,7

1.3.5. Worker exposure: Chemical production where opportunity for exposure arises General exposures Batch process
Open systems Indoor use (PROC4)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3,4E-2 mg/m³ ART v1.5 = 0,03

1.3.6. Worker exposure: Use as laboratory reagent General exposures Small scale Manual Indoor use (PROC15)
Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 1,2E-2 mg/m³ ART v1.5 = 0,01

1.4. Guidance to DU  to evaluate whether he works inside the boundaries set by the ES
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2. ES 2: Manufacture Distribution of substance Liquid

ES Name: Distribution of substance Liquid
Environment

Manufacture of substance ERC1

2.1. Title section

1:

Worker
Transfer of substance or mixture (charging/discharging) at non dedicated-facilities General
exposures Equipment cleaning and maintenance Indoor use

PROC8a2:

Transfer of substance or mixture (charging/discharging) at dedicated facilities General
exposures Equipment cleaning and maintenance Indoor use

PROC8b3:

Transfer of substance or mixture into small containers (dedicated filling line, including
weighing) General exposures Dedicated facility Drum and small package filling Indoor use

PROC94:

Daily amount per site

2.2.1. Control of environmental exposure: Manufacture of substance (ERC1)
Amount used (or contained in articles), frequency and duration of use/exposure

2.2. Conditions of use affecting exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure

Liquid

2.2.2. Control of worker exposure: Transfer of substance or mixture (charging/discharging) at non dedicated-facilities
General exposures Equipment cleaning and maintenance Indoor use (PROC8a)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 1 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

2.2.3. Control of worker exposure: Transfer of substance or mixture (charging/discharging) at dedicated facilities General
exposures Equipment cleaning and maintenance Indoor use (PROC8b)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 1 events per day
Amount used (or contained in articles), frequency and duration of use/exposure
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(Text was not imported)

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

2.2.4. Control of worker exposure: Transfer of substance or mixture into small containers (dedicated filling line, including
weighing) General exposures Dedicated facility Drum and small package filling Indoor use (PROC9)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

2.3.1. Environmental release and exposure: Manufacture of substance (ERC1)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

2.3. Exposure estimation and reference to its source

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

2.3.2. Worker exposure: Transfer of substance or mixture (charging/discharging) at non dedicated-facilities General
exposures Equipment cleaning and maintenance Indoor use (PROC8a)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 4,4E-1 mg/m³ ART v1.5 = 0,44

2.3.3. Worker exposure: Transfer of substance or mixture (charging/discharging) at dedicated facilities General
exposures Equipment cleaning and maintenance Indoor use (PROC8b)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 4,4E-1 mg/m³ ART v1.5 = 0,44

2.3.4. Worker exposure: Transfer of substance or mixture into small containers (dedicated filling line, including weighing)
General exposures Dedicated facility Drum and small package filling Indoor use (PROC9)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3E-1 mg/m³ ART v1.5 = 0,3

2.4. Guidance to DU  to evaluate whether he works inside the boundaries set by the ES
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3. ES 3: Formulation or re-packing Other (PC0) Formulation & (re)packing of substances and
mixtures Distribution of substance Liquid

ES Name: Formulation & (re)packing of substances and mixtures Distribution of substance Liquid
Product Category: Other (PC0)
Environment

Formulation into mixture ERC2

3.1. Title section

1:

Worker
Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems
Continuous process Indoor use

PROC12:

Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures
Continuous process Indoor use Automated process with (semi) closed systems

PROC23:

Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General
exposures Indoor use

PROC34:

Chemical production where opportunity for exposure arises General exposures Batch
process Open systems Indoor use

PROC45:

Mixing or blending in batch processes General exposures Open systems Indoor use PROC56:
Transfer of substance or mixture (charging/discharging) at non dedicated-facilities General
exposures Equipment cleaning and maintenance Indoor use

PROC8a7:

Transfer of substance or mixture (charging/discharging) at dedicated facilities General
exposures Equipment cleaning and maintenance Indoor use

PROC8b8:

Transfer of substance or mixture into small containers (dedicated filling line, including
weighing) General exposures Dedicated facility Drum and small package filling Indoor use

PROC99:

Daily amount per site

3.2.1. Control of environmental exposure: Formulation into mixture (ERC2)
Amount used (or contained in articles), frequency and duration of use/exposure

3.2. Conditions of use affecting exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure

Liquid

3.2.2. Control of worker exposure: Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems Continuous process Indoor use
(PROC1)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation
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Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

3.2.3. Control of worker exposure: Chemical production or refinery in closed continuous process with occasional
controlled exposure or processes with equivalent containment conditions General exposures Continuous process Indoor
use Automated process with (semi) closed systems (PROC2)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

3.2.4. Control of worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General exposures Indoor use
(PROC3)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

3.2.5. Control of worker exposure: Chemical production where opportunity for exposure arises General exposures Batch
process Open systems Indoor use (PROC4)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation
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Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
(Text was not imported)

Liquid

3.2.6. Control of worker exposure: Mixing or blending in batch processes General exposures Open systems Indoor use
(PROC5)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
(Text was not imported)

Liquid

3.2.7. Control of worker exposure: Transfer of substance or mixture (charging/discharging) at non dedicated-facilities
General exposures Equipment cleaning and maintenance Indoor use (PROC8a)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 1 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

3.2.8. Control of worker exposure: Transfer of substance or mixture (charging/discharging) at dedicated facilities General
exposures Equipment cleaning and maintenance Indoor use (PROC8b)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 1 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)
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Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

3.2.9. Control of worker exposure: Transfer of substance or mixture into small containers (dedicated filling line, including
weighing) General exposures Dedicated facility Drum and small package filling Indoor use (PROC9)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

3.3.1. Environmental release and exposure: Formulation into mixture (ERC2)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

3.3. Exposure estimation and reference to its source

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

3.3.2. Worker exposure: Chemical production or refinery in closed process without likelihood of exposure or processes
with equivalent containment conditions General exposures Closed systems Continuous process Indoor use (PROC1)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 1E-2 mg/m³ ECETOC TRA worker

v3
= 0,01

3.3.3. Worker exposure: Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures Continuous process Indoor use
Automated process with (semi) closed systems (PROC2)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 7E-1 mg/m³ ECETOC TRA worker

v3
= 0,7

3.3.4. Worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with occasional
controlled exposure or processes with equivalent containment condition General exposures Indoor use (PROC3)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 7E-1 mg/m³ ECETOC TRA worker

v3
= 0,7
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3.3.5. Worker exposure: Chemical production where opportunity for exposure arises General exposures Batch process
Open systems Indoor use (PROC4)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3,4E-2 mg/m³ ART v1.5 = 0,03

3.3.6. Worker exposure: Mixing or blending in batch processes General exposures Open systems Indoor use (PROC5)
Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3,4E-1 mg/m³ ART v1.5 = 0,34

3.3.7. Worker exposure: Transfer of substance or mixture (charging/discharging) at non dedicated-facilities General
exposures Equipment cleaning and maintenance Indoor use (PROC8a)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 4,4E-1 mg/m³ ART v1.5 = 0,44

3.3.8. Worker exposure: Transfer of substance or mixture (charging/discharging) at dedicated facilities General
exposures Equipment cleaning and maintenance Indoor use (PROC8b)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 4,4E-1 mg/m³ ART v1.5 = 0,44

3.3.9. Worker exposure: Transfer of substance or mixture into small containers (dedicated filling line, including weighing)
General exposures Dedicated facility Drum and small package filling Indoor use (PROC9)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3E-1 mg/m³ ART v1.5 = 0,3

3.4. Guidance to DU  to evaluate whether he works inside the boundaries set by the ES
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4. ES 4: Use at industrial sites Other (PC0) Other (SU0) Intermediate

ES Name: Intermediate
Product Category: Other (PC0)

Environment
Sector(s) of use: Other (SU0)

Use of intermediate ERC6a

4.1. Title section

1:

Worker
Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems
Continuous process Indoor use

PROC12:

Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures
Continuous process Indoor use Automated process with (semi) closed systems

PROC23:

Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General
exposures Indoor use

PROC34:

Chemical production where opportunity for exposure arises General exposures Batch
process Open systems Indoor use

PROC45:

Industrial spraying PROC76:
Transfer of substance or mixture into small containers (dedicated filling line, including
weighing) General exposures Dedicated facility Drum and small package filling Indoor use

PROC97:

Tabletting, compression, extrusion, pelettisation, granulation PROC148:
Use as laboratory reagent General exposures Small scale Manual Indoor use PROC159:
Open processing and transfer operations at substantially elevated temperature PROC2310:
High (mechanical) energy work-up of substances bound in/on materials and/or articles PROC2411:

Daily amount per site

4.2.1. Control of environmental exposure: Use of intermediate (ERC6a)
Amount used (or contained in articles), frequency and duration of use/exposure

4.2. Conditions of use affecting exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure

Solid

4.2.2. Control of worker exposure: Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems Continuous process Indoor use
(PROC1)

Product (article) characteristics

Low dustiness: Handling the product does not result in a visible dust cloud. For example, animal pellets.
Covers concentrations up to 100 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
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Assumes process temperature up to = 40°C

Solid

4.2.3. Control of worker exposure: Chemical production or refinery in closed continuous process with occasional
controlled exposure or processes with equivalent containment conditions General exposures Continuous process Indoor
use Automated process with (semi) closed systems (PROC2)

Product (article) characteristics

Low dustiness: Handling the product does not result in a visible dust cloud. For example, animal pellets.
Covers concentrations up to 100 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Solid

4.2.4. Control of worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General exposures Indoor use
(PROC3)

Product (article) characteristics

Low dustiness: Handling the product does not result in a visible dust cloud. For example, animal pellets.
Covers concentrations up to 100 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Solid

4.2.5. Control of worker exposure: Chemical production where opportunity for exposure arises General exposures Batch
process Open systems Indoor use (PROC4)

Product (article) characteristics

Low dustiness: Handling the product does not result in a visible dust cloud. For example, animal pellets.
Covers concentrations up to 100 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure
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Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

4.2.6. Control of worker exposure: Industrial spraying (PROC7)
Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 4 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)
Technical and organisational conditions and measures

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

(Text was not imported)
Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

4.2.7. Control of worker exposure: Transfer of substance or mixture into small containers (dedicated filling line, including
weighing) General exposures Dedicated facility Drum and small package filling Indoor use (PROC9)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Solid

4.2.8. Control of worker exposure: Tabletting, compression, extrusion, pelettisation, granulation (PROC14)
Product (article) characteristics

Low dustiness: Handling the product does not result in a visible dust cloud. For example, animal pellets.
Covers concentrations up to 100 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.
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Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Solid

4.2.9. Control of worker exposure: Use as laboratory reagent General exposures Small scale Manual Indoor use (PROC15)
Product (article) characteristics

Low dustiness: Handling the product does not result in a visible dust cloud. For example, animal pellets.
Covers concentrations up to 100 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

4.2.10. Control of worker exposure: Open processing and transfer operations at substantially elevated temperature
(PROC23)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 4 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 100°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Solid

4.2.11. Control of worker exposure: High (mechanical) energy work-up of substances bound in/on materials and/or articles
(PROC24)

Product (article) characteristics

Low dustiness: Handling the product does not result in a visible dust cloud. For example, animal pellets.
Covers concentrations up to 100 %

Duration: Covers use up to <= 4 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation
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Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

4.3.1. Environmental release and exposure: Use of intermediate (ERC6a)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

4.3. Exposure estimation and reference to its source

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

4.3.2. Worker exposure: Chemical production or refinery in closed process without likelihood of exposure or processes
with equivalent containment conditions General exposures Closed systems Continuous process Indoor use (PROC1)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 1E-2 mg/m³ ECETOC TRA worker

v3
= 0,01

dermal, local, long-term = 9,92E-3 mg/cm² ECETOC TRA worker
v3

dermal, local, short-term = 9,92E-3 mg/cm² ECETOC TRA worker
v3

4.3.3. Worker exposure: Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures Continuous process Indoor use
Automated process with (semi) closed systems (PROC2)

Route of exposure and type of effects
dermal, local, long-term

Exposure estimate Method RCR
= 2E-2 mg/cm² ECETOC TRA worker

v3
dermal, local, short-term = 2E-2 mg/cm² ECETOC TRA worker

v3
inhalative, local, long-term = 1E-2 mg/m³ ECETOC TRA worker

v3
= 0,01

4.3.4. Worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with occasional
controlled exposure or processes with equivalent containment condition General exposures Indoor use (PROC3)

Route of exposure and type of effects
dermal, local, short-term

Exposure estimate Method RCR
= 2,01E-2 mg/cm² ECETOC TRA worker

v3
dermal, local, long-term = 2,01E-2 mg/cm² ECETOC TRA worker

v3
inhalative, local, long-term = 1E-1 mg/m³ ECETOC TRA worker

v3
= 0,1

4.3.5. Worker exposure: Chemical production where opportunity for exposure arises General exposures Batch process
Open systems Indoor use (PROC4)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3,5E-1 mg/m³ ECETOC TRA worker

v3
= 0,35

dermal, local, long-term = 1E-1 mg/cm² ECETOC TRA worker
v3

dermal, local, short-term = 1E-1 mg/cm² ECETOC TRA worker
v3

4.3.6. Worker exposure: Industrial spraying (PROC7)
Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3E-1 mg/m³ ECETOC TRA worker

v3
= 0,3
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4.3.7. Worker exposure: Transfer of substance or mixture into small containers (dedicated filling line, including weighing)
General exposures Dedicated facility Drum and small package filling Indoor use (PROC9)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3E-1 mg/m³ ART v1.5 = 0,3

4.3.8. Worker exposure: Tabletting, compression, extrusion, pelettisation, granulation (PROC14)
Route of exposure and type of effects
dermal, local, short-term

Exposure estimate Method RCR
= 5E-2 mg/cm² ECETOC TRA worker

v3
dermal, local, long-term = 5E-2 mg/cm² ECETOC TRA worker

v3
inhalative, local, long-term = 7E-2 mg/m³ ECETOC TRA worker

v3
= 0,07

4.3.9. Worker exposure: Use as laboratory reagent General exposures Small scale Manual Indoor use (PROC15)
Route of exposure and type of effects
dermal, local, short-term

Exposure estimate Method RCR
= 9,92E-3 mg/cm² ECETOC TRA worker

v3
dermal, local, long-term = 9,92E-3 mg/cm² ECETOC TRA worker

v3
inhalative, local, long-term = 7E-2 mg/m³ ECETOC TRA worker

v3
= 0,07

4.3.10. Worker exposure: Open processing and transfer operations at substantially elevated temperature (PROC23)
Route of exposure and type of effects
dermal, local, short-term

Exposure estimate Method RCR
= 2,99E-3 mg/cm² ECETOC TRA worker

v3
dermal, local, long-term = 2,99E-3 mg/cm² ECETOC TRA worker

v3
inhalative, local, long-term = 4,2E-1 mg/m³ ECETOC TRA worker

v3
= 0,42

4.3.11. Worker exposure: High (mechanical) energy work-up of substances bound in/on materials and/or articles (PROC24)
Route of exposure and type of effects
dermal, local, short-term

Exposure estimate Method RCR
= 6E-3 mg/cm² ECETOC TRA worker

v3
dermal, local, long-term = 6E-3 mg/cm² ECETOC TRA worker

v3
inhalative, local, long-term = 4,2E-1 mg/m³ ECETOC TRA worker

v3
= 0,42

4.4. Guidance to DU  to evaluate whether he works inside the boundaries set by the ES
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5. ES 5: Use at industrial sites Processing aids such as pH-regulators, flocculants, precipitants,
neutralization agents (PC20) Other (SU0) Processing aids such as pH-regulators, flocculants,
precipitants, neutralization agents

ES Name: Processing aids such as pH-regulators, flocculants, precipitants, neutralization agents
Product Category: Processing aids such as pH-regulators, flocculants, precipitants, neutralization agents (PC20)

Environment
Sector(s) of use: Other (SU0)

Use of reactive processing aid at industrial site (no inclusion into or onto article) ERC6b

5.1. Title section

1:

Worker
Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems
Continuous process Indoor use

PROC12:

Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures
Continuous process Indoor use Automated process with (semi) closed systems

PROC23:

Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General
exposures Indoor use

PROC34:

Chemical production where opportunity for exposure arises General exposures Batch
process Open systems Indoor use

PROC45:

Transfer of substance or mixture into small containers (dedicated filling line, including
weighing) General exposures Dedicated facility Drum and small package filling Indoor use

PROC96:

Manual activities involving hand contact General exposures Mixing operations Open systems
Indoor use

PROC197:

Daily amount per site

5.2.1. Control of environmental exposure: Use of reactive processing aid at industrial site (no inclusion into or onto article)
(ERC6b)

Amount used (or contained in articles), frequency and duration of use/exposure

5.2. Conditions of use affecting exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure

Liquid

5.2.2. Control of worker exposure: Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems Continuous process Indoor use
(PROC1)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
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Liquid

5.2.3. Control of worker exposure: Chemical production or refinery in closed continuous process with occasional
controlled exposure or processes with equivalent containment conditions General exposures Continuous process Indoor
use Automated process with (semi) closed systems (PROC2)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

5.2.4. Control of worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General exposures Indoor use
(PROC3)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

5.2.5. Control of worker exposure: Chemical production where opportunity for exposure arises General exposures Batch
process Open systems Indoor use (PROC4)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
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Assumes process temperature up to = 40°C
(Text was not imported)

Liquid

5.2.6. Control of worker exposure: Transfer of substance or mixture into small containers (dedicated filling line, including
weighing) General exposures Dedicated facility Drum and small package filling Indoor use (PROC9)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

5.2.7. Control of worker exposure: Manual activities involving hand contact General exposures Mixing operations Open
systems Indoor use (PROC19)

Product (article) characteristics

Covers concentrations up to 50 %

Duration: Covers use up to <= 4 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
(Text was not imported)

5.3.1. Environmental release and exposure: Use of reactive processing aid at industrial site (no inclusion into or onto
article) (ERC6b)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

5.3. Exposure estimation and reference to its source

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

5.3.2. Worker exposure: Chemical production or refinery in closed process without likelihood of exposure or processes
with equivalent containment conditions General exposures Closed systems Continuous process Indoor use (PROC1)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 1E-2 mg/m³ ECETOC TRA worker

v3
= 0,01
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5.3.3. Worker exposure: Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures Continuous process Indoor use
Automated process with (semi) closed systems (PROC2)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 7E-1 mg/m³ ECETOC TRA worker

v3
= 0,7

5.3.4. Worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with occasional
controlled exposure or processes with equivalent containment condition General exposures Indoor use (PROC3)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 7E-1 mg/m³ ECETOC TRA worker

v3
= 0,7

5.3.5. Worker exposure: Chemical production where opportunity for exposure arises General exposures Batch process
Open systems Indoor use (PROC4)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3,4E-2 mg/m³ ART v1.5 = 0,03

5.3.6. Worker exposure: Transfer of substance or mixture into small containers (dedicated filling line, including weighing)
General exposures Dedicated facility Drum and small package filling Indoor use (PROC9)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3E-1 mg/m³ ART v1.5 = 0,3

5.3.7. Worker exposure: Manual activities involving hand contact General exposures Mixing operations Open systems
Indoor use (PROC19)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 1,9E-1 mg/m³ ART v1.5 = 0,19

5.4. Guidance to DU  to evaluate whether he works inside the boundaries set by the ES
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6. ES 6: Use at industrial sites Various products Other (SU0) Washing and cleaning products

ES Name: Washing and cleaning products
Product Category: Washing and cleaning products (PC35) Textile dyes and impregnating products (PC34)

Environment
Sector(s) of use: Other (SU0)

Use of reactive processing aid at industrial site (no inclusion into or onto article) ERC6b

6.1. Title section

1:
Use of functional fluid at industrial site ERC72:

Worker
Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems
Continuous process Indoor use

PROC13:

Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures
Continuous process Indoor use Automated process with (semi) closed systems

PROC24:

Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General
exposures Indoor use

PROC35:

Chemical production where opportunity for exposure arises PROC46:
Industrial spraying PROC77:
Roller application or brushing General exposures Open systems Equipment cleaning and
maintenance Indoor use

PROC108:

Treatment of articles by dipping and pouring General exposures Open systems Dipping,
immersion and pouring Indoor use

PROC139:

Daily amount per site

6.2.1. Control of environmental exposure: Use of reactive processing aid at industrial site (no inclusion into or onto article)
(ERC6b)

Amount used (or contained in articles), frequency and duration of use/exposure

6.2. Conditions of use affecting exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure

Daily amount per site

6.2.2. Control of environmental exposure: Use of functional fluid at industrial site (ERC7)
Amount used (or contained in articles), frequency and duration of use/exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure
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Liquid

6.2.3. Control of worker exposure: Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions General exposures Closed systems Continuous process Indoor use
(PROC1)

Product (article) characteristics

Covers concentrations up to 5 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

6.2.4. Control of worker exposure: Chemical production or refinery in closed continuous process with occasional
controlled exposure or processes with equivalent containment conditions General exposures Continuous process Indoor
use Automated process with (semi) closed systems (PROC2)

Product (article) characteristics

Covers concentrations up to 5 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

6.2.5. Control of worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition General exposures Indoor use
(PROC3)

Product (article) characteristics

Covers concentrations up to 5 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

6.2.6. Control of worker exposure: Chemical production where opportunity for exposure arises (PROC4)
Product (article) characteristics

Covers concentrations up to 5 %
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Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
(Text was not imported)

Liquid

6.2.7. Control of worker exposure: Industrial spraying (PROC7)
Product (article) characteristics

Covers concentrations up to 5 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)
Technical and organisational conditions and measures

(Text was not imported)
Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.
Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

6.2.8. Control of worker exposure: Roller application or brushing General exposures Open systems Equipment cleaning
and maintenance Indoor use (PROC10)

Product (article) characteristics

Covers concentrations up to 5 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

Liquid

6.2.9. Control of worker exposure: Treatment of articles by dipping and pouring General exposures Open systems Dipping,
immersion and pouring Indoor use (PROC13)

Product (article) characteristics
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Covers concentrations up to 5 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Indoor use
Other conditions affecting workers exposure

Assumes process temperature up to = 40°C
(Text was not imported)

6.3.1. Environmental release and exposure: Use of reactive processing aid at industrial site (no inclusion into or onto
article) (ERC6b)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

6.3. Exposure estimation and reference to its source

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

6.3.2. Environmental release and exposure: Use of functional fluid at industrial site (ERC7)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

6.3.3. Worker exposure: Chemical production or refinery in closed process without likelihood of exposure or processes
with equivalent containment conditions General exposures Closed systems Continuous process Indoor use (PROC1)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 2E-3 mg/m³ ECETOC TRA worker

v3
<0,01

6.3.4. Worker exposure: Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions General exposures Continuous process Indoor use
Automated process with (semi) closed systems (PROC2)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 2E-1 mg/m³ ECETOC TRA worker

v3
= 0,2

6.3.5. Worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with occasional
controlled exposure or processes with equivalent containment condition General exposures Indoor use (PROC3)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 2E-1 mg/m³ ECETOC TRA worker

v3
= 0,2

6.3.6. Worker exposure: Chemical production where opportunity for exposure arises (PROC4)
Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3,4E-3 mg/m³ ART v1.5 <0,01

6.3.7. Worker exposure: Industrial spraying (PROC7)
Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 1E-1 mg/m³ ECETOC TRA worker

v3
= 0,1
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6.3.8. Worker exposure: Roller application or brushing General exposures Open systems Equipment cleaning and
maintenance Indoor use (PROC10)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3,8E-1 mg/m³ ART v1.5 = 0,38

6.3.9. Worker exposure: Treatment of articles by dipping and pouring General exposures Open systems Dipping,
immersion and pouring Indoor use (PROC13)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 3,4E-3 mg/m³ ART v1.5 <0,01

6.4. Guidance to DU  to evaluate whether he works inside the boundaries set by the ES
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7. ES 7: Use at industrial sites Laboratory chemicals (PC21) Other (SU0) Use as laboratory reagent

ES Name: Use as laboratory reagent
Product Category: Laboratory chemicals (PC21)

Environment
Sector(s) of use: Other (SU0)

Use of intermediate ERC6a

7.1. Title section

1:
Use of reactive processing aid at industrial site (no inclusion into or onto article) ERC6b2:

Worker
Use as laboratory reagent General exposures Small scale Manual Indoor use PROC153:

Daily amount per site

7.2.1. Control of environmental exposure: Use of intermediate (ERC6a)
Amount used (or contained in articles), frequency and duration of use/exposure

7.2. Conditions of use affecting exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure

Daily amount per site

7.2.2. Control of environmental exposure: Use of reactive processing aid at industrial site (no inclusion into or onto article)
(ERC6b)

Amount used (or contained in articles), frequency and duration of use/exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure

Liquid

7.2.3. Control of worker exposure: Use as laboratory reagent General exposures Small scale Manual Indoor use (PROC15)
Product (article) characteristics

Covers concentrations up to 100 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Use suitable eye protection.
Conditions and measures related to personal protection, hygiene and health evaluation

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.
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Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Covers objects with partially treated surface (i.e. less than 90%).
(Text was not imported)

7.3.1. Environmental release and exposure: Use of intermediate (ERC6a)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

7.3. Exposure estimation and reference to its source

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

7.3.2. Environmental release and exposure: Use of reactive processing aid at industrial site (no inclusion into or onto
article) (ERC6b)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

7.3.3. Worker exposure: Use as laboratory reagent General exposures Small scale Manual Indoor use (PROC15)
Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 7,6E-3 mg/m³ ART v1.5 <0,01

7.4. Guidance to DU  to evaluate whether he works inside the boundaries set by the ES
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8. ES 8: Use at industrial sites Electrolytes for batteries (PC42) Manufacture of computer, electronic
and optical products, electrical equipment (SU16) Manufacture Electrical batteries and accumulators

ES Name: Manufacture Electrical batteries and accumulators
Product Category: Electrolytes for batteries (PC42)

Environment
Sector(s) of use: Manufacture of computer, electronic and optical products, electrical equipment (SU16)

Use at industrial site leading to inclusion into/onto article ERC5

8.1. Title section

1:

Worker
Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions

PROC12:

Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions

PROC23:

Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition

PROC34:

Chemical production where opportunity for exposure arises PROC45:
Transfer of substance or mixture (charging/discharging) at dedicated facilities PROC8b6:

Daily amount per site

8.2.1. Control of environmental exposure: Use at industrial site leading to inclusion into/onto article (ERC5)
Amount used (or contained in articles), frequency and duration of use/exposure

8.2. Conditions of use affecting exposure

Annual amount per site

Control measures to prevent releases : (Text was not imported)
Technical and organisational conditions and measures

Provide onsite wastewater treatment. Waste - minimum efficiency of >= 0,001 %
Conditions and measures related to sewage treatment plant

No application of sewage sludge to soil
STP effluent: 2000 m3/day

Receiving surface water flow >= 18000 m3/day
Other conditions affecting environmental exposure

Liquid

8.2.2. Control of worker exposure: Chemical production or refinery in closed process without likelihood of exposure or
processes with equivalent containment conditions (PROC1)

Product (article) characteristics

Covers concentrations up to 30 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
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Liquid

8.2.3. Control of worker exposure: Chemical production or refinery in closed continuous process with occasional
controlled exposure or processes with equivalent containment conditions (PROC2)

Product (article) characteristics

Covers concentrations up to 30 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

8.2.4. Control of worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with
occasional controlled exposure or processes with equivalent containment condition (PROC3)

Product (article) characteristics

Covers concentrations up to 30 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
Provide a good standard of general ventilation (not less than 3 to 5 air changes per hour).

Liquid

8.2.5. Control of worker exposure: Chemical production where opportunity for exposure arises (PROC4)
Product (article) characteristics

Covers concentrations up to 30 %

Duration: Covers use up to <= 8 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C
(Text was not imported)
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Liquid

8.2.6. Control of worker exposure: Transfer of substance or mixture (charging/discharging) at dedicated facilities
(PROC8b)

Product (article) characteristics

Covers concentrations up to 30 %

Duration: Covers use up to <= 2 events per day
Amount used (or contained in articles), frequency and duration of use/exposure

(Text was not imported)

Wear chemically resistant gloves (tested to EN374) in combination with ‘basic’ employee training. If skin contamination is
expected to extend to other parts of the body, then these body parts should also be protected with impervious garments in
a manner equivalent to those described for the hands. For further specification, refer to section 8 of the SDS.

Conditions and measures related to personal protection, hygiene and health evaluation

Use suitable eye protection.

Indoor use
Other conditions affecting workers exposure

Assumes that activities are undertaken with appropriate and well maintained equipment by trained personnel operating
under supervision.
Assumes process temperature up to = 40°C

8.3.1. Environmental release and exposure: Use at industrial site leading to inclusion into/onto article (ERC5)

Water 0 kg/day Estimated release factor
Release route Release rate Release estimation method

8.3. Exposure estimation and reference to its source

Air 0 kg/day Estimated release factor

Non-agricultural soil 0 kg/day Estimated release factor

8.3.2. Worker exposure: Chemical production or refinery in closed process without likelihood of exposure or processes
with equivalent containment conditions (PROC1)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 1E-2 mg/m³ ECETOC TRA worker

v3
= 0,01

8.3.3. Worker exposure: Chemical production or refinery in closed continuous process with occasional controlled
exposure or processes with equivalent containment conditions (PROC2)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 7E-1 mg/m³ ECETOC TRA worker

v3
= 0,7

8.3.4. Worker exposure: Manufacture or formulation in the chemical industry in closed batch processes with occasional
controlled exposure or processes with equivalent containment condition (PROC3)

Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 7E-1 mg/m³ ECETOC TRA worker

v3
= 0,7

8.3.5. Worker exposure: Chemical production where opportunity for exposure arises (PROC4)
Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 2E-2 mg/m³ ART v1.5 = 0,02

8.3.6. Worker exposure: Transfer of substance or mixture (charging/discharging) at dedicated facilities (PROC8b)
Route of exposure and type of effects
inhalative, local, long-term

Exposure estimate Method RCR
= 4,6E-1 mg/m³ ART v1.5 = 0,46

8.4. Guidance to DU  to evaluate whether he works inside the boundaries set by the ES
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